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INTRODUCTION
SCHLEIFRING is a byword for absolute precision and reliability in data, signal and media 
transmission.

During the last 40 years we have gained extensive experience during the development 
of over 100,000 slip rings and have been able to refine our expertise right down to the 
smallest detail. Maintenance plays a significant role for us in order to guarantee the 
quality and service life of every single slip ring. To achieve this, we can draw on the 
maintenance and engineering know-how of our staff as well as experience gathered 
from a huge number of applications at our customers‘ sites.

In addition to a complete contacting system, with the LubeLife contact lubricant 
series SCHLEIFRING also offers individualised state-of-the-art maintenance. 
With our expertise and our strong focus on research, we have adapted the formulas for 
the LubeLife series to cover every requirement and condition, resulting in five different 
types of oil.

Each of these oil sprays improves the efficiency as well as the transmission quality of 
your gold-wire system. They contribute to the longevity and contact reliability of your slip 
ring, as confirmed by long-term studies.

Exact metering guidelines tailored to your system are to be found in the assembly 
instructions supplied with your slip ring. In this way, we would like to further optimise slip 
ring maintenance and simplify the maintenance process for you with a simple solution.

Don‘t let your maintenance slip and discover ...

... the advantages of LubeLife:

Controlled metering

Never too little or too much oil 
due to the precision spray head

Dependable quality

Even when your slip ring is getting 
long in the tooth, the transmission 
quality and the service life can be 

improved again

Reduced effort

Safe product – 
no hazardous substances

Logistical advantages

The secondary packaging 
can be used directly for 

shipping

High yield

Due to individually adapted 
contact spray types

Simple handling

Manageable size and low 
weight

Long shelf life

The spray head is screwed 
on immediately before use

The smaller quantity, 
2 x 50 ml, allows it to be 

used up completely within 
its shelf life



WIND

LubeLife Wind

outdoor
 For all conditions in wind farms

Offshore

Onshore

LubeLife

You receive a carton containing two cans of LubeLife of the type that meets your speci-
fic requirements selected from among the five available options.

A box that contains everything you need to carry out optimum maintenance work to the 
highest technical standards.

2 screw-on precision 
spray heads 

Contact spray (2x 50 ml)

Brief instructions 
in 17 languages

Inscribable 
maintenance label

The LubeLife carton



INDUSTRYindoor
 For industrial applications in indoor areas

 Ideal for temperatures from 0 °C to 40 °C

LubeLife Industry

HIGH 
POWERextreme

For extreme requirements of power slip rings

 High life expectancy

LubeLife HighPower



LOW 
TEMPsensitive

 For sensitive data transmission

Ideal for temperatures below 0 °C

LubeLife LowTemp

HIGH
TEMPsensitive

For high ambient temperatures above 40 °C 
up to 70 °C

 High life expectancy

LubeLife HighTemp
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SERVICE LIFE
SIMPLE MAINTENANCE

TRIBOLOGY

QUALITY
PRECISION

INDIVIDUALITY

RELIABILITY



LUBELIFE 
CONTACT SPRAY SERIES

INDIVIDUAL FORMULAS
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www.schleifring.de   www.schleifring.com

Schleifring und Apparatebau GmbH

Am Hardtanger 10
82256 Füstenfeldbruck
Germany
Phone  + 49 8141 403-0
Fax + 49 8141 403- 45

sales@schleifring.de

Schleifring Systems Ltd.

Abex Road
Newbury Berks, RG14 5EY
Great Britain
Phone  + 44 1635 36363
Fax  + 44 1635 38334

sales@schleifring.co.uk

Schleifring North America, LLC.

1420 Crispin Drive
Elgin Illinois 60123-5533
USA
Phone  +1 847 429 9801
Fax  +1 847 429 9802

sales@schleifringna.com

Schleifring Transmission
Technology (Beijing) Co., Ltd.

Shunyi District, Beijing 101312
P.R. China
Phone  +86 10 57790260
Fax  +86 10 80486486

sales@schleifringchina.cn


